
Sprinkler of medium discharge for
complete and part circle operation. It
is equipped with di fferent
interchangeable nozzles and an
adjustable jet-breaker providing and
uniform distribution of water all over
the irrigated area. The great simplicity
and the large versatility are amongst
its main features, in fact, it can be
appl ied to all kids of land and
cultivation.

Ø 10 ÷ 20 mm

Cod. 10252

2,3

57x27x38

Inch

Cod. 10252 Kg

1"1/2

Cod. 10253

Cod. 10252 Kg 2,0
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Distanza irrigatori
sull'ala piovana

Distance of the sprinklers
on the pipeline

Distance des arroseurs
sur la conduite de pluie

Distancia de los
aspersores sobre

el ala de lluvia
max. Distanz zwischen
den Beregnern auf

einem Rohr

Distanza fra 2
ali piovane contigue

Distance between
2 contiguous pipelines

Distance entre 2
conduites de pluie

Distancia entre 2
alas de lluvia
contiguas

max. Distanz zwischen
zwei nebeneinander-

liegenden Rohren

Superficie
irrigata

Irrigated
area

Surface
arrosée

Superficie
irrigada

Beregnete Fläche

Intensità
oraria

Rainfall
per hour

Pluviométrie
horaire

Intensidad
horaira

Wassermenge pro
Stunde

Superficie
irrigata

Irrigated
area

Surface
arrosée

Superficie
irrigada

Beregnete Fläche

Intensità
oraria

Rainfall
per hour

Pluviométrie
horaire

Intensidad
horaira

Wassermenge pro
Stunde

Disposizione in quadrato
Square pattern

Arroseur en carré
Aspersores en cuadrado
Quadratische Disposition

Disposizione in triangolo
Triangular pattern
Arroseur en triangle

Aspersores en triángulo
Rechteckposition
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8,1
9,4
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9,1
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11,7
14,3
16,6
18,5
14,8
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35,6
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1017
1319
1734
2122
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1809
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2826
1384
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3017
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2123
2826
3419
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1400
1755
1020
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1591
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2793
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3009
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Distanza irrigatori
sull'ala piovana

Distance of the
sprinklers on the

pipel ine
Distance des arroseurs
sur la conduite de pluie

Distancia de los
aspersores sobre

el ala de lluvia
max. Distanz zwischen den

Beregnern auf einem Rohr
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